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About Us

RUST-X is world leader in Corrosion Prevention
Over 500 + Innovative Products
Undertake Preservation Projects with defined warranty period

Products include
Rust Preventive Coatings (Permanent & Temporary)
Rust Preventive Additives
Rust Preventive VCI Emitters
Dehumidifier buckets & sachets
Rust Preventive Packaging




RUST—X Preservation

Upstream Products

VCI Rust Preventive Jelly 494 H,S Absorber

VCI Grease 2 WRP 657 Acrylic Clear Coating

VCI 798 Foams that release VCl vapours WRP 658 Polyurethane Clear Coating
VCI 4700 salt water additive VCI Emitter 5 & 11 Capsules

VCI 4800 Normal Water Additive VCI Masking Stickers

VCI 905 Diesel Fuel Additive Humid-X Buckets

Engine Oil Additive E 1529 HD Zorb-It Desiccant Hangers
Gear & Hydraulic Additive E 1532 HD Neutrasafe Rust Removers
VCI Bags for Spares Neutracoat Rust Converter
VCI Tuffpaulin Covers with 3 Year Life

Aluminum Wraps for Electricals




VCI Jelly 494

RUST-X Preservation

Property: Thick, viscous, honey-
like liquid. Does not solidify.
Remains gel-like and lubricates.
Protects against rainfall, saline
conditions, and high humidity.
Easily removed with diesel or
solvent.

Ideal for machined surfaces,
pipes, fittings, valves, pumps, wire
rope, unpainted steel surfaces




VCIJELLY 494 COMPARISON WITH NORMAL COATINGS RUST-X rreservation
3-MONTH RAINFALL & EXPOSURE TO SALINE ATMOSPHERE
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NO RUST DEVELOPMENT ON PLATE EXPOSED TO
EXTREME CLIMATIC CONDITIONS FOR 3 MONTHS

NO RUST AFTER 3
MONTHS

COATING REMAINS
LIQUID AND COULD BE
WIPED WITH A FINGER
SWIPE

NO RUST UNDERNEATH
THE JELLY LAYER




RUST-X Preservation

VCI Masking Stickers
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Test Started 15 Dec 2014

VCI Foil Square Stuck to billet
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11 Mar 2015 - 12 Weeks

Billet shows extensive
surface corrosion.

VCI Foil peeled back
No corrosion under foil
Foil re-stuck

Notice slight corrosion near corner where
handled numerous times when checking




11 Mar 2015 RUST-X rreservation
Foil removed after 12 weeks

Foil removed completely

Protected surface is clean and
unchanged from original
surface

Machining marks can still be
seen on the protected surface
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VCI Masking Stickers

EASY TO APPLY

EASY TO REMOVE

NO ADHESIVE TRANSFER
PROTECTS UP TO 3 YEARS

SURFACE PROTECTED FROM RAIN,
SUN, HUMIDITY AND CORROSION




WRP 657 RUST-X Preservation
Transparent Acrylic Coating

CLEAR COATING

HIGH CORROSION AND ABRASION
RESISTANCE

CAN BE SPRAYED OR BRUSHED ON TO
DAMAGED SURFACES TO REBUILD
PROTECTION




WRP 658 RUST-X Preservation

Transparent Polyurethane Coating

LOW VOC

CLEAR COATING

CROSS-LINKS WHEN APPLIED

VERY HIGH SALT SPRAY RESISTANCE

CAN BE SPRAYED OR BRUSHED ON TO
DAMAGED SURFACES TO REBUILD
PROTECTION
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VCI Grease 458

[l High drop point grease (45092F) with
excellent anti-corrosive properties

[ ] Good water repulsion, spread-ability,
penetration as well as adhesion to
applied components

[ ] Works for multi-metal systems




RUST REMOVERS &

CONVERTERS

NEUTRAL pH & SAFE RUST REMOVER
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Neutrasafe Rust Remover

BEFORE AFTER RUST REMOVAL
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Rust Removal From Castings
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Neutracoat Protector - FilmForming Rust Converters

anverted Painted « Converts
with T | corrosion
Neutracoat to a black,
paintable

surface....

* Contains
film
forming
liquid
which
doesnot
require re-
paint

RUSTED
Surface




VCI Additives

for oil & water systems




VCI 1529 Engine Oil Additive

RUST-X Preservation

Additive for Engine Oils
Dosage 3-5%

Neutralizes acids produced in
engine operation

Increase alkalinity reserve
and corrosion prevention
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VCI 905 - Fuel Additive

* Diesel and Fuel Qil Tanks require corrosion
protection

* THE additive VCI 905 when added at low
concentrations of 0.1-0.15% to fuel oil
makes it work as a rust preventive &
imparts corrosion protection to the tanks
and pipelines.

The additive also has evaporative properties
and works by VCI action and prevents
corrosion in areas not in contact with the
fuel oil like the empty head spaces in the
tanks.
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Hydraulic & Gear Oil Additive 1532

Hydraulic Oil during use can produce high
heat

This results in formation of acids by
degradation of the hydraulic oil

When not in operation, these acids may
result in corrosion on the internal walls
hence jamming or hydraulic failure

VCI 1532 Additive neutralizes these acids
and gives alkaline property to the oil

The alkalinity reserve produced by the
Additive makes the hydraulic oil function as
a Rust Preventive




RPA 4700 Water Addltlve RUST-X rreservation

RPA 4700 prevents corrosion in water-
based systems

Water may cause rust in the internals of
equipment

WHEN RPA 4700 is added to water, it
converts the water to a RUST
PREVENTIVE SOLUTION

Steel parts in normal water will corrode
within 24 hours

STEEL PARTS IN WATER+RPA do not
corrode even up to 5 years

WITHOUT RP ADDITIVE ~ WITH RP ADDITIVE
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RPA 4700 Salt Water Additive

o Fill up the equipment with RPA
4700 Solution @ 1 % and leave
it

RPA 4700 will protect the
equipment internals it contacts
as well as vapor phase where
the liquid doesn’t make contact
such as empty air head spaces




VCI Packaging




Electrical & Mechanical Equipment Packaging RUST-X preservation

o Electrical Parts & Equipment
can be covered in Aluminum VCI
Barrier Foils

o1 They can also be vacuumed to
remove air

VCI Emitters & Desiccants can
be added to prevent moisture
condensation as well as treating
moisture within packaging
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Heat Shrink Packing for on Deck Equipment

* Used to cover heavy
machinery and prevent
water deposition

* Stands up to strong winds,
storms, and heavy weather




Desiccants & VCI's
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ZORBIT Desiccant

ASBORBS MOISTURE AND ENTRAPS WITHIN POUCH
EASY INSTALLATION
ALSO AVAILABLE WITH HANGER AND ADHESIVE BACKING

PROTECTS INTERNAL VOIDS, ELECTRONICS, ELECTRICAL
EQUIPMENT

AVAILABLE IN DIFFERENT UNIT SIZES FROM 1/6 TO 80 UNITS
NATURAL CLAY & CALCIUM CHLORIDE-BASED
EASY DISPOSAL




A COMPLETE RANGE OF WORLD CLASS DESICCANTS
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Humid-X Bucket

MOISTURE ABSORBING
BUCKET

ABSORBS 6 GALLONS OF
WATER VAPOR

ENTRAPS INSIDE
REPLACE WHEN FULL




VCI Emitting Devices




VCI Emitters5& 11 RUST-X preservation

* VCl emitting devices 5 & 11 for
placement in electrical cabinets & with
critical metal parts

* VCI molecules released and deposited as
invisible multi-molecular layer on surface




VCI F()am Emitters - 798 RUST-X rreservation

VCI foam works as an

effective carrier with a Vo

Ve ry h Igh Conce ntratlon Foams that breathe protection
of VCI chemicals within

3D open cell matrix

These can be placed with
metal parts, electrical and
electronic parts and come
with adhesive backing

These are used when
extra VCI protection is
required where
components have large
surface areas




VCI P()Wders 4201 RUST-X rreservation

Used for fogging within closed cavities of
boilers, tubes, pipelines, reactors, storage
tanks, heat exchangers, or any hollow
container or equipment

Sprayed using air blowers, leaf blowers and
powder sprayers

Can also be added to water in re-circulation
systems

Can be added to water at 20-30% and then
mist sprayed.

In case of long pipelines, there can be a
vacuum exerted at one end of the pipe and
powder blown from the other end.
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VCI 4201 INNOVATION

* Plug and play
FOGGING bucket

* No need to take
out powder

* Just connect with
a leaf blower and

an outlet hose
Check FOGGING VIDEO with this bucket and start to FOG

https://www.youtube.com/watch?v=v8noPOgH
oLk
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Bolt & Flange Protection

* Bolt Caps are plastic
caps filled with RUST-X
Grease

When pressed on the
bolts, they provide long
term corrosion
protection to the bolts
as well the grease flows
on to the mating
surface and protects it
from corrosion

These can then be
covered with flange
protection sleeves
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Mid Stream Products

Cathodic Protection

Flange Protection & covers
Bolt Covers

Rust Preventive Oil Coatings
Rust Preventive Paints




. . RUST-X Preservation
Downstream Corrosion Protection

Peelable coatings on flanges — brush applied
Bolt protections

Water borne Polyurethane Coatings

Water borne Acrylic Coatings

Zinc Sprays

Corrosion Inhibitors for Concrete & Soil

Rust Removers

Corrosion Inhibitors for Tanks

Corrosion Inhibitors for Pipelines

Wax Wrapping Tape for Underground Pipe Protection
Injectable Corrosion Inhibitors for Process
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Thanks!

WWWw.rustpreservation.com




